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Key Contacts  
 

 
 Marketing Director: Ben Ritherdon 
 Telephone: + 44 (0)1254 819117  
 Email: ben@ritherdon.co.uk 
 
 
 Commercial Director: Brian Derbyshire 
 Telephone: + 44 (0)1254 819105  
 Email: brianderbyshire@ritherdon.co.uk 
 
 
 Sales (Housing products): Joe Vallely 
 Telephone: + 44 ( 0)1254 819106 
 Mobile: + 44 ( 0)7976 981333 
 Email: joevallely@ritherdon.co.uk 
 
 
 Sales (Highways products): Joel Chase 
 Telephone: + 44 ( 0)1254 819118 
 Mobile: + 44 ( 0)7921 373458 
 Email: joelchase@ritherdon.co.uk 
 
 
 Estimating: Malcolm Henrick 
 Telephone: + 44 ( 0)1254 819108 
 Email: malcolmhenrick@ritherdon.co.uk 
 
 
 Sales & Marketing: Kay Gordon 
 Telephone: + 44 ( 0)1254 819119 
 Email: kaygordon@ritherdon.co.uk 
 
 
 Fax all departments: + 44 ( 0)1254 819101 
 
 
 Web: www.ritherdon.co.uk  
 
 
 
 
 Contact our sales team now for further information.   
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Stainless on the Highways  
 

  
 
The Ritherdon range of stainless steel traffic signal 
enclosures gives you all the following features and 
benefits compared with galvanised mild steel 
products: 
 
 
Á Resistance to corrosion  -  stainless enclosures 
have a much longer life than galvanised mild steel, 
giving you a lower total cost of ownership  
 

Á Closer manufacturing tolerances  -  better sealing 
against the weather and dust  

 
Á Powder coated during manufacture when 

required  -  enhanced appearance and a choice 
of colours to suit your local environment  

 
Á Environmental benefits  -  stainless steel 

products do not rust, they stay aesthetically 
pleasing as they donôt stain and they donôt need 
sacrificial protection which is harmful to the 
environment. 

 
 

Á Stainlessôs greater strength means that a thinner gauge 
can be used  -  enclosures are lighter, making for easier 
and safer handling by your contractors during installation  
while maintaining  integrity after minor collisions  
 

Our standard and special ranges of enclosures cover a 
wide variety of sizes and types with unrivalled speed of 
availability to suit your requirements  
 
Our experience in populating and pre-wiring a wide 
variety of metering enclosures for Regional Electricity 
Companies and Utility Contractors can save you the lead 
time involved in sourcing and fitting internal components  
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Stainless steel traffic signal products  
 

 
Getting best value  
 
Over the life of a stainless steel enclosure, the cost of using 
stainless rather than galvanised mild steel is much lower when the 
costs of replacement are taken into account. 
 
A stainless steel pillar will last at least twice as long as a galvanised 
mild steel pillar.  Although a stainless steel product costs typically 
£15 to £20 more than its galvanised counterpart, this cost is 
dwarfed by the typical reconnection charge that is required when 
the galvanised pillar is replaced. 
 
 
 
 
 
 
Innovation and development  
 

 
We are continually working with our customers to extend our range of 
innovative stainless highways enclosures. 
 
Our rapid development and prototype production can help you to solve 
your enclosure problems or develop your new project ideas. 
 
 
 
 
 
 
 
 

 
 
 
Call Joel Chase or any member of our development team on + 44 ( 0)1254 819100 

for a confidential chat about your problem or project, with no obligation.  
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Service pillars  
 

 

 
The Ritherdon Service Pillars are designed with an integral root and 
body and a detachable door. 
 
To ensure a long service life the complete unit is manufactured from 
2.0 mm thick stainless steel and is available either in the natural 
stainless steel finish or with a powder coated finish.  The standard price 
covers painting in one of a limited range of colours. Prices for other 
colours, including a graffiti-resistant option, are also available on 

request. 
 
Access for cable ducting is provided through the lower front section of 
the pillar and duct apertures in the sides and back of the root. An earth 
cable is provided for bonding the door to the body, with two M6 studs 
complete with nuts and washers. 
 
The base plate is designed to provide stability during installation and 
protrudes at both the front and sides. To permit installation close to a 
wall the rear edge of the base plate is welded flush with the rear panel 
of the pillar body. To ensure installation at the optimum depth a 
suggested ground level is marked on the outer faces of the pillar. 
 
All pillars are supplied with a full width external grade plywood 
backboard for the fitting of electrical termination equipment. 
 
To deter unauthorised entry and in 
the interest of hygiene the door is 
secured at the top with one 
stainless steel Allen screw, 25mm 
long. To increase security the 

standard Allen screw can be replaced by a pin-hex dome 
headed screw. Alternatively a Tri-Key camlock can be 
specified at no extra cost or, for a small extra charge, a 
key-operated camlock or a pin-hex camlock (10mm a/f 
with 4mm pin). 
 
Ritherdon and Company is able to provide a supply and 
fitting service for the electrical termination equipment. 
This service can include pre-wiring. 
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Sizes available 

 

Pillar 
Designation 

Width 
(mm) 

Depth 
(mm) 

Overall height 
(mm) 

Base plate 
(mm) 

Backboard 
(mm) 

      

R150 150 150 1060 230 x 190 130 x 650 

R200 mini 200 100 750 280 x 140 180 x 300 

R200 200 200 1060 280 x 240 180 x 650 

R300 300 150 1060 380 x 190 280 x 650 

R460 460 230 1060 540 x 270 440 x 650 

 

Fixings available 
 

¶ Stainless steel Allen screw 25mm long 

¶ Stainless steel ñPin-hexò dome headed screw 
25mm long 

¶ Tri-key cam-lock 

¶ Pin-hex camlock (10mm A/F, 4mm pin) 
 
 
 
 
 
 
 
 
 
 

Backboard 

 
All pillars are supplied with a full width external grade plywood backboard for 
the fitting of electrical termination equipment. Alternative materials for the 
backboard can be included on request. 

 
 
 
 
 

 
 
 
 

Colours available as standard 

 

¶ Natural 

¶ Dark Grey 

¶ Light Grey 

¶ Dark Green 

¶ Black 
 
 
Prices for other colours are available on request. R150s ï dark grey, light blue, dark green and natural 

R150 ï cover removed to show backboard 

R150 covers ï screw and cam-lock fixings 
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Hinged pillars  
 

 

 

 
 
Ritherdon hinged door service pillars are available with 
an integral root. 
 
 
 
The door, which is flush with the body, is attached with a 
full-length stainless steel continuous hinge and has a 
watertight neoprene gasket.  
 
 
 
The unit is designed and manufactured to withstand 
moderate forced entry.  To ensure a long service life the 
pillars are manufactured from 2mm thick stainless steel 
and are available with a powder coated finish.  The 
standard price covers painting in one of a limited range of 
colours. Prices for other colours, including a graffiti-
resistant option, are also available on request. 

 
 
 
Access for cable ducting is provided through the lower 
front section of the pillar or the root.  A length of wire 
provides earth bonding of the door to the body using M6 
studs complete with nuts and washers. 
 
 
The following choice of locks is available:- 

¶ Tri key cam lock 

¶ Stainless steel pin-hex dome headed screw 

¶ Tri-key ï anti tamper screws 

¶ Five pin barrel lock and Yale key 

¶ Key-operated cam-lock 
 
 
All pillars are supplied with a full-width external grade 
plywood backboard for the fitting of electrical termination 
equipment ï we are also able to supply and assemble 
any internal electrical equipment that may be 
required. 
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Colours available as standard 

 

¶ Dark Grey 

¶ Light Grey 

¶ Dark Green 

¶ Black 

 

Sizes available 
 

Pillar 
Designation 

Width 
(mm) 

Depth 
(mm) 

Overall height 
(mm) 

Base plate 
(mm) 

Backboard 
(mm) 

RH210 210 170 1060 290 x 220 190 x 450 

RH300 300 170 1060 380 x 210 280 x 450 

RH400 400 170 1060 480 x 210 380 x 450 

RH500 500 170 1060 580 x 240 480 x 450 

      Please note: check stock availability before ordering as certain sizes are manufactured to order. 
 

We also offer a pre-wiring service if 
required, in single and three phase 

assemblies. 
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Service cabinets  
 

 
The Ritherdon Service Cabinets are constructed with 
a detachable root and include hinged doors that are 
sealed with a neoprene gasket. 
 
 
To ensure long service life the complete unit is 
manufactured from 2mm thick stainless steel and is 
available either in the natural stainless steel finish or 
with a powder coated finish.  The standard price 
includes powder coating in one of a limited range of 
colours. Prices for other colours are also available on 
request. 

 
Access for cable ducting is provided through the lower front section of the cabinet or root. An 
earth cable is provided for bonding the doors to the body, with two studs complete with nuts 
and washers. 
 
 
Cabinets can be bolted down onto a suitable 
surface, or attached to a buried plinth that can 
be ordered separately. 
 
 
All cabinets are supplied with a full width 
external grade plywood backboard for the fitting 
of electrical termination equipment. 
 
 
The doors are secured with tri-key camlocks as 
standard; alternatively lockable óLô or óTô 
handles or stainless steel Allen screws, 25mm 
long can be used. To increase security the 
Allen screw can be replaced by a pin-hex dome 
headed screw.  Key-operated or pin-hex 
camlocks are also available. 
 
 
Ritherdon and Company is able to provide a supply and fitting service for the electrical 
termination equipment. This service can include pre-wiring. 
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Sizes available        

 

Cabinet 
Designation 

Width 
(mm) 

Depth 
(mm) 

Cabinet height 
(mm) 

Backboard 
(mm) 

     

R620 620 300 1000 600 x 860 

R800 800 300 1000 780 x 860 

R1000 1000 300 1000 980 x 860 

R1250 1250 350 1000 1230 x 860 

R1500 1500 350 1000 1480 x 860 

 
 
 

Fixings available 
 

¶ Stainless steel Allen screw 25mm long 

¶ Stainless steel ñPin-hexò dome headed screw 25mm long 

¶ Tri-key cam-lock 

¶ Lockable óLô or óTô handles 

¶ Pin-hex cam-lock 

¶ Key operated cam-lock 

¶ Hasp & Staple arrangement 
 

Backboard 

 
All cabinets are supplied with a full width external grade plywood backboard for the fitting of electrical 
termination equipment. Alternative materials for the backboard can be included on request. 
 
 
 

Termination rails 

 
Pre-punched rails can be supplied and fitted across the top  
of the root for terminating incoming cables. 
 
 
 
 
 

Colours available as standard 

 

¶ Natural 

¶ Dark Grey 

¶ Light Grey 

¶ Dark Green 

¶ Black 

¶ Black leatherette graffiti-resistant 
 
 
Prices for other colours are available on request.  
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Utility feeder pillar  
 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 

Economic utility feeder pillar in a natural or a durable powder coated finish. 
Four standard colours: black, dark grey, light grey or dark green. 

 
Complete with triangular key or pin-hex cam-lock and earth strap 

 

Overall dimensions 
150mm x 150mm x 900mm high 
 
Backboard size 
600mm x 140mm 
 
Root size 
175mm x 300mm 
 
This pillar is simpler and lighter than our 
standard range and is available only in the 
popular 150mm x 150mm size. 
 
It offers an inexpensive pillar for situations 
where the enhanced appearance of the 
standard range is not required, while still 
retaining the corrosion resistance of 
stainless steel. 

 
We will be pleased to quote for pre-wiring 
to your specification. 
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316 Marine grade  feeder pillar s 
 

 

 
 

Marine Grade 316 feeder pillars for 
protecting street supplies in 

coastal areas.  Optional highly 
polished finish for easy cleaning. 

 

¶ 316 Marine grade stainless steel 
 

¶ Tough, durable material 
 

¶ Electro-polished option for superior 
finish & protection of the metal 

 

¶ Removable & hinged door options 
(hinged model not shown) 

 

¶ Exterior grade plywood backboard  
 

¶ Large base plate for secure mounting 
 

¶ Material specification certificate 
available 

 

¶ Available with a variety of locks 
 

¶ Made to order ï prices on application 
 

 

Various size options and styles, 
made to order 
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BT terminal interface pillar & t ermination peg  
 

B T  T e rm i na l  I n t e r f ac e  P i l l a r  
 
The Ritherdon BT terminal interface pillar is 
designed for housing remote monitoring 
equipment safely away from the signal 
controller 
 
It is an ideal solution to allow 
telecommunications engineers to test their 
equipment without entering the signal 
controller cabinet 
 

Two different heights of pillar are available 

The unit is designed and manufactured to withstand moderate forced entry, and to ensure 
a long service life the pillars are manufactured from 2mm thick stainless steel. 
 
They can either be left in their natural state or polyester powder coated, with a choice of 
standard colours included in the price; other colours, including an anti-graffiti finish, are 
available on request. 
 
Access for cable ducting is provided through the lower front section of the pillar.  A length 
of wire provides earth bonding of the door to the body using M6 studs complete with nuts 
and washers. 
 
All BT pillars are supplied with a full-width external grade plywood backboard for the fitting 
of BT termination equipment. 
 
The following types of lock are available: 

Tri-key screw                           Tri-key camlock                   Square-key camlock 

 

 

Designation 
Width 
(mm) 

Depth 
(mm) 

Overall height 
(mm) 

Base plate 
(mm) 

Backboard 
(mm) 

BT PILSM 200 150 800 280 x 140 180 x 400 

BT PILLRG 200 150 950 280 x 140 180 x 650 

 

 

mailto:sales@ritherdon.co.uk


 

 

RITHERDON 

R i t h e r d o n  &  C o  L t d  
Lorne Street 
DARWEN  
Lancashire    BB3 1QW 
Tel: + 44 (0)1254 819100 
Fax: + 44 (0)1254 819101 
e-mail: sales@ritherdon.co.uk 
www.ritherdon.co.uk 

 

BT Termination Peg 

 
The Ritherdon BT Termination Peg is a replacement for existing corroded 
ñPegsò which are usually located next to the signal controller cabinets 
 
The units are manufactured from stainless steel and powder coated grey, 
and include a neoprene lining and plastic fascia 
 
The pegs are manufactured in two sizes with original BT type tri-key fixing 
screws and a modified flange for easier routeing of the conduit into the base 
of the termination post 
 

Two widths of peg are available 
 
Replacement caps can be purchased separately from the bodies 

 

Designation 
Width 
(mm) 

Depth 
(mm) 

Overall height 

(mm) 

Lock type 

PEGSLIM 90 50 800 Tri-key screw 

PEGWIDE 150 50 800 Tri-key screw 
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CCTV/Traffic termination cabinet  
 

 
 
Tough vandal resistant stainless steel  ï 
2 mm thick with fully welded seams and 
removable base. 
 
Large stainless steel base plate on 
separate plinth allowing extra strength 
when installed in the ground. 
 
Flush fitted door with 2 x T-bar security 
bolts & key operated cam lock. 
 
19ò swing rack unit.  
 
Choice of aluminium & wooden 
backboards. 

 
Polyester powder coated to match other 
street furniture. 
 
Pre ï wired if required. 
 
A4 document holder. 
 
Removable door & frame 
 
 
 
 
 
 
 

 
 
The Ritherdon CCTV / Termination cabinet can be used for a variety of purposes from 
counter projects to large junction termination and traffic CCTV monitoring. With utilisation of 
the swing mounted 19ò rack unit and extensive aluminium backboards the cabinet can 
accommodate transformers and castellation bars to suit every type of installation. The 
cabinet can also be powder coated with one of four different colours to suit your street scene 
specifications and can be supplied with vandal resistant locks.  
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CCTV Cabinet Sizes   
 
Top section 
 
730 mm wide 
920 mm high 
425 mm deep 
 
Separate plinth 
 
800 mm wide 
300 mm high 
400 mm deep 
 
 
Traffic signal cabinet sizes 
 
Top section 
 
750 mm wide 
1200 mm high 
425 mm deep 
 
Separate plinth 
 
800 mm Wide 

300 mm High 
400 mm Deep 
 
 
 
Electrical items 
 
Consumer unit with two MCBs 
 
RCD / RCBO 
 
Cut-out 
 
Tubular heater 
 
Thermostat and metal-clad plug 
 
Two double metal-clad sockets 
 
Tails and earthing 
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Pole & wall mounted light boxes  
 

Wedge light box 
 
Overall box size   400mm x 150mm x 150mm 
Spigot diameter   33.4mm 
Spigot length  300mm  
 
The wedge shape light box is suitable for pole or wall 
mounting in towns and cities where a neater appearance 
is required. The boxes can accommodate a small cut-out 
and double MCB enclosure. 
 

Standard and heavy duty light boxes 
 
Overall box size   400mm x 150mm x 170mm 
Spigot diameter   33.4mm (standard) or 50mm (heavy duty) 
Spigot length   300mm  
 
The standard light boxes are suitable for small to medium 
lanterns. The heavy duty type can hold the larger lanterns. In 
both types the spigot passes through the box and is welded to 
both front and back. These boxes can also accommodate a 
larger cut-out and MCB enclosures. 
 

Standard termination box 
 
Overall box size   400mm x 150mm x 150mm 
 
The termination box can be pole or wall mounted and is 
suitable for larger cut-outs and MCB enclosures. 
 
 
All items in the light box range can be powder coated in dark 
grey, black, light grey or green and have a tri-key cam locking 
facility (alternative lock types available) 
 

Electrical items can be fitted to customer specification 
Cable access is through a 25mm hole in the base 
Lift-off door for ease of access 
External grade plywood backboard 
Earth studs & wire fitted to door and body 
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 Pole mounted multi-bracket 
 
The multi-bracket is manufactured from stainless 
steel, in a natural finish. 
 
 
The multi-bracket is a cost effective solution to 
providing a long term lighting installation where 
pole-mounted street lighting products cannot be 
directly fixed to the poles. 
 
 
The design of the mounting bracket includes an 
accurately formed head which provides a secure 
support for larger lanterns. 
 
 
 
 
 
 
The bracket can accommodate the entire Ritherdon 
range of light boxes and can be included with either 
a 34mm or 50mm lantern tube and mounting 
brackets where a separate GRP box will be used. 
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Counter enclosures  
 

                                     
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
The unit is designed and manufactured to withstand moderate 
forced entry.  To ensure a long service life the pillars are 
manufactured from 2mm thick stainless steel and are available 
either in the natural stainless steel finish or with a powder 
coated finish.  The standard price covers painting in one of a 
limited range of colours.  Prices for other colours are available 
on request. 

 
Access for cable ducting is provided through all sides of the 
root.  An earth cable provides earth bonding of the door to the 
body.  

 
 

 
 
 

 
 
 

 

 

 

 

Counter pillar 
 
The counter pillar offers a secure means of housing 
battery-powered traffic and pedestrian recording 
equipment on paths and tracks 

 
Overall dimensions 
150mm x 150mm x 1060mm tall (excluding root) 
 
Backboard size 
550mm x 140mm 
 
Root size 
175mm x 300mm 

A shelf is located in the base of the 
pillar to allow the battery or electronic 
components to be fitted. The shelf has  
three holes with grommets, to allow safe 
routing of cables from the base of the  
counter enclosure. 
     
A choice of cam-lock or screw fittings is 
supplied for secure fastening of the door. 
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Counter cabinet 
 
The counter cabinet offers a secure enclosure for housing 
traffic monitoring and counter equipment.  

 
The unit is designed and manufactured to withstand 
moderate forced entry.  To ensure a long service life the 
pillars are manufactured from 2mm thick stainless steel 
and are available either in the natural stainless steel finish 
or with a powder coated finish.  The standard price covers 
painting in one of a limited range of colours.  Prices for 
other colours are available on request. 
 
The cabinet can be supplied with either cam-locks or 
screw type anti-vandal locks.  
 
The cabinet is also supplied with two removable shelves 
and a termination channel for incoming cables and loops. 

 

Overall dimensions 
620mm wide x 300mm deep x 1060mm high 
 
Root dimensions 
700mm wide x 340mm deep 
 
The counter cabinet is intended for mains supply, but 
pre-drilled holes can be added during manufacture to 
mount a solar panel on the top.  
 
Heaters, thermostats and RCD-protected sockets can 
also be supplied for protection against condensation. 
 
Contact us now to discuss your electrical 
requirements 
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Exhibition and entertainment supply enclosures  
 

 

 

Exhibition Feeder Cabinets  
 
Feeder pillars for permanent secure access 
for street vendors and temporary outdoor 
exhibitions. 
 
The units can be pre-wired where applicable 
and incorporate high security locks. 
 
A userôs access door is located on the base 
of the feeder pillar in order for cables to be 
terminated without the need to open the 
main door. 

The stainless steel cabinets can be manufactured in various sizes from 620mm to 1500mm 
wide and are fitted with an exterior g rade plywood back panel in each compartment.  Internal 
flanges in the cabinet base enable it to be bolted down to a concrete base.  
 
The cabinets are normally used for un-metered supplies, and there is space for several output 
sockets, depending on the cabinet size selected. 
 
Locking details and finish can be arranged to suit a customerôs requirements. 
 

Entertainment Feeder Pillar  
 
A lockable enclosure which is used 
to supply power for street 
entertainers.  It is usually located 
next to or under street b enches 
and provides two un-metered, 
RCBO protected sockets, 16 amp 
and 13 amp. A slot at the base of 
the door enables the door to be 
locked while cables are plugged in. 
 
Locking details and finish can be 
arranged to suit a customerôs 
requirements. 
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Generator/mains switch over cabinets  
 

                                     
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 

 
 
 
 
 
 
 
 

The switchover enclosure is designed for 
traffic signals and street lighting applications 
where a portable emergency generator can 
be installed in the event of a power cut. 

 
Overall dimensions 
620mm x 300mm x 1060 mm tall (including 
root) 
 
Backboard size 
600mm x 550mm 
 
Includes pre-wired backboard 
 

 
 
 
 
 

 

The unit is designed and manufactured to 
withstand moderate forced entry.  To ensure a 
long service life the enclosures are manufactured 
from 2mm thick stainless steel and are available 
either in the natural stainless steel finish or with a 
powder coated finish.  The standard price covers 
painting in one of a limited range of colours.  
Prices for other colours are available on request. 

 
Access for cable ducting is provided through the 
detachable root and the unit is complete with a 
single phase changeover switch with generator 
socket and outgoing isolation. The door can be 
closed & locked with the generator connected to 
the cabinet. 

 

 

 

We can now offer an anti-graffiti powder 
coating on all cabinets and feeder pillars.  
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Market trader supply pillar  
 

 
Market trader feeder pillars allow permanent, 
secure access for street vendors and 
temporary outdoor exhibitions. 
 
Two traderôs access doors are separated 
from the electricity companyôs cut-out and 
meter. 
 
The pillars are manufactured from stainless 
steel, powder coated to give a long service 
life, and incorporate high security locks. 
 
The units can be pre-wired where applicable 
with factory assembled consumer units and 
IP rated plugs. 

 

  

 

 

Each trader access panel incorporates a trailing 
lead exit at the base of the door that allows the 
door to be locked when in use. 
 
The internal consumer unit contains RCD 
protection, main switch and a meter to log 
electricity usage by the street trader. The 
consumer unit can be isolated and locked when 
not in use 
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